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• parallel parking is replaced with angle parking along one side of the street
• a separated two-way cycle track aligns with goals for safe routes to schools

12TH STREET

• a center turn lane helps maintain traffic flow when people are turning
• parallel parking on one side of the street

13TH STREET

• 12th Street becomes one-way with one travel lane and angle parked
•  13th Street converts to two-way traffic with a center turn lane
• Incorporates a roundabout at 13th and May (requires additional 

right-of-way) 
• creates opportunities for gathering spaces along 12th Street but 

not along 13th Street
• Sidewalk widths are similar to today
• possible future bus stops align with crosswalks
• Two-way cycle track located on 12th Street

OVERVIEW

PARKING*
May remove 40% of 141 
existing on-street parking 
spaces on 12th and 13th
*the City’s current Transportation System Plan 
would remove 60% of on-street parking spaces

ALIGNS WITH 
SRTS GOALS  
Aligns well with Safe Route 
to School recommendations

COST TO IMPLEMENT 
$ $ $ $ $

TRAFFIC CALMING 
One-lane and angle parking slow traffic 
on 12th, but 13th has a wider roadway

CREATES OPPORTUNITIES FOR PLACEMAKING
More opportunities on 12th, less opportunities 
on 13th

PROVIDES COMFORTABLE PLACES FOR BIKING
A separated two-way cycle track on 12th

PROVIDES COMFORTABLE PLACES FOR WALKING
Shorter street crossings across 12th. Longer 
crossings and less separation on 13th.

IMPROVES BUSINESS ACCESS AND VISIBILITY 
12th improves local business access, but 
13th reduces access and visibility

TRAFFIC CONGESTION 
Traffic flow is better than concept 2 but 
southbound congestion and side street 
delays along 13th will be significant
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 DESIGN CONCEPT 3  SUMMARY DESIGN CONCEPT 3 - HYBRID  CIRCULATION + STREET SECTIONS

Source: Philadelphia Magazine, NV5 Source: Bike Portland

12th STREET “PEOPLE STREET”13th STREET “THROUGH STREET”

1011 8 103 8110* 1611 12
PP

13TH 13TH 

12TH12TH

MAYMAY

10 10
* Provide center median between May St and Taylor Ave

Possible Future Bus Stop.

Roundabout

EXAMPLE OF TWO WAY CYCLE TRACK - 12TH STREET EXAMPLE OF RAISED BIKE LANE - MAY STREET

LEGEND

Right of Way

Parcels

Travel Lane - City Street

Travel Lane - ODOT

Center Turn Lane

Bike Lane

Cycle Track (Two-Way)

Traffic Signal

Parallel Street Parking

Angled Street Parking

Enhancement to Improve 
East/West Connections

 DESIGN CONCEPT 3 - HYBRID INTERSECTION CONCEPT
12TH AND 13TH STREETS AT MAY STREET
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Source: Roy Symons

  Two-Way Cycle Track at Intersection6

5

Source: Philadelphia Magazine, NV5

  Two Way Cycle Track5

4

3
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  Planted Median

Source: MIG

4

Source: SDOT

  Bicycle Traffic Signal7

7
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SEE NOTE 1

SEE NOTE 1

Source: City of Bellevue, WA Source: City of Bellevue, WA

  Paved Splitter Island at Roundabout to Accommodate Truck/ Bus Access  Roundabout with Paved Center Circle1 2

Source: Google Maps

  Bike Ramps at Roundabout3

1

SEE NOTE 4

SEE NOTE 4SEE NOTE 4

LEGEND

Right of Way

Parcel Lines

Roadway

Sidewalk

Planting

Bike Lane

Raised Pavement 

for Truck Access

NOTES

1.  Limits of sidewalk extend to R/W or existing 

back of walk, whichever is further. 

2. Trees to be located in a later design phase. 

3. Existing driveway locations are not shown and 

will be incorporated in a later design phase. 

4. Property acquisition required. Extents of 

property acquisition to be determined during 

design.

 DESIGN CONCEPT 3 - HYBRID INTERSECTION CONCEPT
12TH AND 13TH STREETS AT BELMONT AVENUE
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Source: MIG

  Enhanced Crosswalk at Planted Median

  Green Stormwater Opportunity

Source: Creative Commons

  Traffic Calming - Chicane

Source: Philadelphia Magazine, NV5

  Two Way Cycle Track
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LEGEND

Right of Way

Parcel Lines

Roadway

Sidewalk

Planting

Bike Lane

NOTES

1.  Limits of sidewalk extend to 

R/W or existing back of walk, 

whichever is further. 

2. Trees to be located in a later 

design phase. 

3. Existing driveway locations 

are not shown and will be 

incorporated in a later design 

phase. 

MAY STREET
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